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SAE 5W-30
SYNTHETIC BLEND MOTOR OIL

CALXSAE 5W-30 SYNTHETIC BLEND MOTOR
CIL is a premium guality multi-grade motor cil designed
with an advanced additive system for superior engine
profection even under the toughest driving conditions. It
outperforms comventional motor oil, reduces friction and
wear at ctart-up and protects your engine against
performance robbing sludge and wvarnish deposits.
Everest Synthetic Blend Motor Oil 15 recommended for
Synthetic-Blend use in passenger car, light duty truck, sport utility
Motor Oil vehicle and other mobile and stationary engines.

CALX SAE 5W.30 SYNTHETIC BLEND MOTOR
SAE SW-30 OIL meets or exceeds car manufacturers’ ILSAC GF-5
APl Service SH and American Petroleum Insbitute (APl) Resource
ILSAC GF-5 7 Conserving SN service classifications and is
backwards compatible with all earlier APl categories.
Everest Synthetic Blend 5WW-30 has been field tested to
be comparable to most American, Asian and European
manufacturers’ standards including ACEA ANVB1 &
ASBS, Chrysler WS 63255 and Ford WSS M2C845-4,
M2C946-A and other specifications where a synthetic
blend AFI SN/GF-5 motor oil is recommended.
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CALXSynthetic Blend Motor Oil - Typical Characteristics V140405

SAE GRADE 5W-20 5W-30 S5W-40 10W-30 10W-40 20W-50
API SERVICE SN/GF-5 SN/6F-5 SN SN/GF-5 SN SN

API Gravity ASTM D287 325 325 350 36 309 297
Flash Point, COC °C/°F ASTM D92 202/395.6 210/410 205/401 206/4028 206/402.8 206/402.8
Pour Point, °C/°F ASTM D97 -48/-544 ~45/-49 -38/-36.4 -40/-40 -40/-40 -30/-22
Viscosity @ 40°C, ¢St ASTM D445 50.2 646 84.0 70.0 0.0 1569
Viscosity @ 100°C, ¢St ASTM D445 87 108 15.0 107 159 186
Viscosity Index ASTM D2270 5] 159 145 138 154 133
{CS, mPa-sec °C max ASTM D5293 6600 @ -30 6600 @ 30 6200 @ 30 7000 @ 25 7000 @ 25 9500 @ -15
Phosphorus, Wt% max ASTM D4951 0.08 0.08 0.08 0.08 0.08 0.08
Total Base No. TBN ASTM D289 79 79 79 79 79 79

Test Method ASTM - Typical test data are average values only. Minor variations, which do not affect performance, may occur.
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